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INSTRUCTIONS FOR ANNUAL UPDATING 

T r a f f i c  flow maps of t h e  I n t e r s t a t e  traveled-way a r e  prepared 
coopera t ive ly  wi th  t h e  S t a t e  highway departments and publ ished by t h e  
Federal  Highway Administration. These t r a f f i c  maps i n d i c a t e  average 
d a i l y  t r a f f i c  on r u r a l  po r t ions  of t he  I n t e r s t a t e  System, and a r e  updated 
annual ly t o  r e f l e c t  condi t ions  a s  of December 31. 

,P- 

Each y e a r  t h e  S t a t e s  w i l l  r ece ive  a rou te  l og  showing d a t a  from t h e  
previous y e a r ' s  t r a f f i c  map f o r  u se  i n  updating. Although only r u r a l  
s e c t i o n s  a r e  shown on t h e  map, t h e  rou te  l o g ,  i n  t he  form of a computer 
l i s t i n g ,  inc ludes  a l l  r u r a l  and urban s e c t i o n s  s o  t h a t  t o t a l  t r a v e l  can 
be es t imated  and publ ished when des i red .  I f  t h e  L i s t i n g  is  n o t  rece ived  
from Washington by December 15, t he  Program Management Divis ion should be  
contacted and a d d i t i o n a l  copies  w i l l  b e  forwarded. 

The S t a t e s ,  i n  cooperat ion wi th  t h e  Federa l  Highway Administrat ion f i e l d  
o f f i e e s ,  should make a thorough annual review, r e v i s i o n ,  and update of 
t h e  rou te  log  i n  o rde r  t o  provide c o r r e c t  cu r r en t  t r a f f i c  data .  The rou te  
logs s e n t  t o  t h e  S t a t e s  show t h e  c o n t r o l  s e c t i o n s  and average d a i l y  
t r a f f i c  used i n  developing t h e  previous y e a r ' s  I n t e r s t a t e  t r a f f i c  map. 
Changes i n  t r a f f i c  volumes w i l l  o r d i n a r i l y  occur on a l l  s e c t i o n s  s o  t h a t  
a l l  t r a f f i c  f i gu res  (ADT) w i l l  r equ i r e  r ev i s ions .  During t h e  y e a r ,  
changes i n  l o c a t i o n  o r  s t a t u s  a r i s i n g  from cons t ruc t ion  and urban boundary 
changes w i l l  occur, making a d d i t i o n a l  co r r ec t ions  necessary.  The o r i g i n a l  
copy of t h e  rou te  log,  rev ised  i n  accordance wi th  these  i n s t r u c t i o n s ,  
should be forwarded t o  t h e  Program Management Divis ion,  Off ice  of Highway 
Planning, Federal  Highway Administrat ion,  Washington, D. C. 20590, by t h e  
t h i r d  Monday i n  February. 

The I n t e r s t a t e  System traveled-way t r a f f i c  rou te  l og  format i s  a s  fol lows:  

PJ"=- 
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I tem - 
Card number ( 1 . 4 )  
S t a t e  code number 
S t a t u s  
Year of t r a f f i c  d a t a  i nd ica t ed  by l a s t  two 

d i g i t s  
I n t e r s t a t e  rou te  number 
Sec t ion  number 
Sec t ion  length  
Rural  o r  urban code 
Number of t r a f f i c  lanes  
Access c o n t r o l  code 
ADT ( f o r  t he  y e a r  shown i n  columns 6-7) 
Average d a i l y  veh ic l e  miles  
Corresponding cu r ren t  cos t  e s t ima te  s e c t i o n  

and segment number 
Descr ip t ion  of t h e  beginning te rmina l  of each 

s e c t i o n  
Year 05 change t o  cu r r en t  s t a t u s  a s  coded i n  

column 5 ,  i nd ica t ed  by l a s t  two d i g i t s  

General I n s t r u c t i o n s  

I n  o rde r  t h a t  s t a t u s  of improvement as w e l l  a s  t r a f f i c  volumes may be up 
t o  d a t e  f o r  t h e  rev ised  t r a f f i c  flow map, a l l  s e c t i o n s  of completed 
I n t e r s t a t e  opened t o  t r a f f i c  on o r  before  December 31 of the  cu r r en t  yea r  
should b e  included. This  mileage should conform wi th  t h e  mileage shown 
i n  t h e  " I n t e r s t a t e  System Status Report," PR-511, f o r  t h a t  da t e .  I n  cases  
where t h e r e  a r e  s h o r t  noncontinuous completed s e c t i o n s ,  t he  mileages of 
completed I n t e r s t a t e  s e c t i o n s  opened t o  t r a f f i c  on o r  before  December 31 
shown f o r  t h e  t r a f f i c  map may be s l i g h t l y  l e s s  than  those  shown on t h e  
I n t e r s t a t e  System s t a t u s  r epo r t  f o r  t h a t  da t e ,  they  should never exceed 
them. The t r a f f i c  d a t a  w i l l  be  es t imated  t o  show a c t u a l  t r a f f i c  se rved  
by the  traveled-way of t h e  I n t e r s t a t e  System dur ing  the  cu r r en t  y e a r  and 
w i l l  r equ i r e  t h e  r e v i s i n g  of a l l  t r a f f i c  f i gu res .  

Where t h e  s t a t u s  o r  traveled-way l o c a t i o n  has changed during t h e  cu r r en t  
yea r ,  t h e  rev ised  rou te  l og  s e c t i o n s  f a r  such loca t ions  should be prepared 
on a  s tandard  80-column code shee t .  S t a t u s  changes may e i t h e r  i nc rease  
o r  decrease t h e  t o t a l  number of s e c t i o n s  on a route .  For t he  t r a f f i c  
map, each rou te  should be continuous throughout i t s  e n t i r e  length .  Where 
s e c t i o n s  p a r a l l e l  t o  t h e  e x i s t i n g  traveled-way have been opened during 
t h e  year ,  connecting routes  between t h e  completed I n t e r s t a t e  and 
remaining traveled-way should be included.  E n t r i e s  should b e  shown f o r  
a l l  items except d a i l y  veh ic l e  miles  (c.olumns 29-37) . Daily veh ic l e  miles  
w i l l  be  ca l cu la t ed  by t h e  computer and need not  be  en tered  unless  t h e  
S t a t e  wishes t o  do s o  f o r  i t s  own purposes. 
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Where s t a t u s  o r  l o c a t i o n  changes  have  n o t  o c c u r r e d ,  y e a r  of t h e  t r a f f i c  
d a t a  (columns 6-7) and ADT (columns 23-28) should be  updated on t h e  
l i s t i n g s  by e n t e r i n g  t h e  c u r r e n t  f i g u r e s  d i r e c t l y  above t h o s e  which are 
shown on t h e  l i s t i n g .  A l l  s e c t i o n  numbers (columns 12-15) t h a t  f o l l o w  
any s t a t u s  change which r e v i s e s  t h e  r o u t e  l e n g t h  shou ld  b e  r e v i s e d  i n  a 
l i k e  manner t o  p r o v i d e  con t inuous  c o n s e c u t i v e  s e c t i o n  numbering w i t h  no 
e q u a t i o n s .  A l l  o t h e r  i t e m s  shou ld  b e  checked f o r  c o r r e c t n e s s  and 
c o r r e c t e d  i f  found t o  b e  i n  e r r o r .  See  example on page 4-I-A-10. 

The cor responding  c u r r e n t  c o s t  e s t i m a t e  s e c t i o n  and segment number 
(columns 38-44) should b e  i n s e r t e d  where a p p r o p r i a t e  i f  t i m e  a l l o w s .  

Where two o r  more r o u t e s  c o i n c i d e ,  s e c t i o n  l e n g t h s  (columns 16-18) and 
ADT (columns 23-28) shou ld  o r d i n a r i l y  b e  shown f o r  t h e  r o u t e  c a r r i e d  i n  
t h e  c u r r e n t  c o s t  e s t i m a t e .  Zeros  shou ld  b e  e n t e r e d  i n  t h e s e  f i e l d s  f o r  
a l l  o t h e r  c o i n c i d i n g  r o u t e s .  I n  t h o s e  c a s e s  where s e c t i o n  l e n g t h  
(columns 16-18) and ADT (columns 23-28) a r e  shown a s  z e r o ,  a n o t e  
should b e  e n t e r e d  t o  show t h e  r o u t e  and s e c t i o n  under  which t h i s  c o i n c i d e n t  
mj leage  is c a r r i e d .  A  n o t a t i o n  i n  t h e  d e s c r i p t i o n  f i e l d  (columns 45-78) 
i s  p r e f e r r e d .  An example of t h i s  t y p e  n o t a t i w n  might b e ,  "For ADT, see 
1-75 21.5," which i n d i c a t e s  t h a t  t h i s  s e c t i o n  i s  c o i n c i d e n t  w i t h  s e c t i o n  
21.5 f o r  1-75 and t h a t  t h e  t r a f f i c  and s e c t i o n  l e n g t h  i s  c a r r i e d  w i t h  
1-75. I f  t h i s  t y p e  of n o t e  is  n o t  conven ien t  t o  t h e  S t a t e ,  any o t h e r ,  
form which i s  conven ien t  and which w i l l  b e  c l e a r  t o  peop le  w i t h  l i t t l e  
f a m i l i a r i t y  w i t h  t h e  l i s t i n g s  may b e  used .  

The r u r a l - u r b a n  d e s i g n a t i o n  (column 19)  should be  c a r e f u l l y  checked for' 
a l l  s e c t i o n s  and c o r r e c t e d  where n e c e s s a r y .  New s e c t i o n s  opened d u r i n g  
t h e  y e a r  and s e c t i o n s  where m u n i c i p a l  o r  Federa l -a id  u rban  a r e a  b o u n d a r i e s  
have been changed should be  checked thoroughly .  

D e t a i l e d  i n s t r u c t i o n s  f o r  d e t e r m i n i n g  and coding each  f i e l d  a r e  l i s t e d  
below. 

D e t a i l e d  I n s t r u c t  i o n s  

Card number (columns 1-2): The ca rd  number w i l l  be coded 1 . 4  i n  a l l  
c a s e s .  

S t a t e  code number (columns 3-4): The S t a t e  code number on t h e  r o u t e  l o g  
l i s t i n g  should a g r e e  w i t h  t h e  codes  g i v e n  on page 4-I-A-11. These  codes 
a r e  s t a n d a r d i z e d  under  t h e  F e d e r a l  I n f o r m a t i o n  P r o c e s s i n g  System (FIPS) 
f o r  S t a t e s  and o u t l y i n g  a r e a s  of t h e  Uni ted S t a t e s .  The S t a t e s  a r e  coded 
i n  a l p h a b e t i c a l  o r d e r  from 0 1  through 56 w i t h  t h e  p r o v i s i o n  t h a t  numbers 
03 ,  07,  1 4 ,  43,  and 52 a r e  r e s e r v e d  f o r  p o s s i b l e  f u t u r e  a d d i t i o n  o f  ou t -  
l y i n g  a r e a s .  

S t a t u s  of improvement (column 5 ) :  The s t a t u s  of improvement shou ld  a lways 
be  shown a s  of December 3 1  of t h e  c u r r e n t  y e a r .  The f o u r  s t a t u s  groups  
a r e  coded as f o l l o w s :  
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S t a t u s  groups Code 

Completed t o  f u l l  I n t e r s t a t e  s tandards  1 
Adequate f o r  p re sen t  t r a f f i c  2 
T o l l  roads incorpora ted  i n t o  t h e  I n t e r s t a t e  System 5 
Other 0 

It should be noted t h a t  whi le  t h e  code f o r  t o l l  roads has  been changed 
f o r  t h e  I n t e r s t a t e  System s t a t u s  r e p o r t ,  PR-511, by PPM 10-6, of 
June 30, 1966, it. has no t  changed f o r  t h e  I n t e r s t a t e  traveled-way s tudy  
and remains a s  code 5. 

Where t h e  s t a t u s  of improvement on December 31  of t h e  cu r r en t  yea r  f o r  
which t h e  t r a f f i c  i s  t o  be  shown has changed o r  w i l l  change f o r  any 
p o r t i o n  of t he  rou te ,  a l l  s e c t i o n s  a f f e c t e d  should be crossed out  on t h e  
rou te  l o g  l i s t i n g  and new, completely r ev i sed  e n t r i e s  f o r  a l l  s e c t i o n s  
necessary f o r  continuous sequence should be prepared on a  s tandard  
80-column code shee t .  Such s t a t u s  changes may e i t h e r  i nc rease  o r  decrease 
the  t o t a l  number of s e c t i o n s  o r  t h e  t o t a l  l ength  of t h e  rou te  on which 
they occur.  

Year of t r a f f i c  d a t a  (columns 6-7) ! The yea r  of t r a f f i c  d a t a  shown 
should always be t h e  l a s t  two d i g i t s  of the  cu r r en t  year .  Since t h e  
l i s t i n g s  f o r  t he  previous y e a r  w i l l  normally be submit ted t o  t h e  S t a t e s  
f o r  r e v i s i n g  and updating, t h i s  i t em should i n  a l l  cases  be changed t o  
show the  cu r r en t  yea r ,  f o r  which the  ADT is  es t imated ,  when t h e  rev ised  
ADT is  entered .  

I n t e r s t a t e  rou te  number (columns 8-11): Code t h i s  i t em as  i l l u s t r a t e d  
below: 

Route Code 

Route 1-1 00 10 
Route I-35E 0353 (N=l, 5-2, E = 3 ,  W=4) 
Route 1-685 6850 

Where two o r  more rou te s  overlap,  a 1 .4  card i s  needed f o r  each rou te .  

Sec t ion  number (columns 12-15) : The s e c t i o n  number w i l l  be  t h e  d i s t ance  
from t h e  beginning po in t  of the  rou te  i n  t he  S t a t e  t o  t h e  beginning 
poin t  of t h e  s e c t i o n .  The length  should be measured along t h e  t r a f f i c  
lanes  i n  t h e  d i r e c t i o n  t h a t  t h e  1965 Cost Est imate s e c t i o n s  progressed 
and should genera l ly  be west t o  e a s t  f o r  even numbered rou te s ,  and south  
t o  no r th  f o r  odd numbered routes .  The s e c t i o n  number w i l l  always be  a  
fou r -d ig i t  number, express ing  t h e  mile  po in t  a t  t h e  beginning of t he  
s e c t i o n  t o  t h e  n e a r e s t  one-tenth of a  mile  and having a l l  l ead ing  zeros 
f o r  a l l  mile  p o i n t s  l e s s  than  100.0 miles  from the  beginning of t h e  rou te  
i n  the  S t a t e .  For example, t h e  s e c t i o n  number of a s e c t i o n  beginning 
9 . 3  mi les  from t h e  s t a r t i n g  po in t  of a rou te  would be coded 0093. 
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Sect ion  breaks w i l l  be  determined by: 

1, Major i n t e r s e c t i o n s  o r  interchanges-- intersect ions w i t h  the  
traveled-way of o the r  I n t e r s t a t e  rou te s ,  and i n t e r s e c t i o n s  
where a  major change i n  t r a f f i c  occurs.  

2. Changes i n  s t a t u s  of improvement. 

3. Changes i n  c o n t r o l  of access .  

4. Changes i n  t h e  rural-urban-municip a 1  des igna t ion  as coded 
i n  column 19. 

5. Changes i n  t he  number of through t r a f f i c  lanes ,  It w i l l  n o t  
be  necessary t o  break  s e c t i o n s  f o r  a d d i t i o n a l  l anes  i n  an 
in te rchange  area ,  a c c e l e r a t i o n  and dece l e ra t ion  l anes ,  weaving 
lanes ,  e t c ,  , o r  f o r  extremely s h o r t  s e c t i o n s ,  un less  t hese  
f i n e  breaks r e f l e c t  t h e  most r e s t r i c t i v e  condi t ion  i n  t h e  
s e c t i o n  o r  des i r ed  by t h e  S t a t e  f o r  i t s  own use. 

6. Sec t ion  length--maximum 99.9 mi les ,  minimum 0 . 1  mile.  

7. Change i n  y e a r  of s t a t u s  of improvement except f o r  extremely 
/- s h o r t  s ec t ions .  

It is  d e s i r a b l e  t o  have a s  few s e c t i o n s  as p o s s i b l e  c o n s i s t e n t  w i th  
reasonable r epo r t ing  of v a r i a t i o n s  i n  t r a f f i c  volume and convenience t o  
t h e  S t a t e  i n  c o r r e l a t i n g  w i t h  o t h e r  I n t e r s t a t e  System Traveled-way Study 
data .  Except i n  l a r g e  urban a r e a s ,  o r  where c r i t e r i a  1, 2 ,  3 ,  5 o r  6 
apply, t h e  des i r ed  s e c t i o n  would be  from urban l i m i t  t o  urban l i m i t .  
Spur rou te s  should be repor ted  a s  one s e c t i o n  unless  s e c t i o n  breaks a r e  
occasioned by the  c r i t e r i a .  

For t h e  r ev i sed  t r a f f i c  rou te  l og ,  a  1.4 card w i l l  be  prepared f o r  each 
s e c t i o n  i n  t h e  Washington o f f i ce .  For those S t a t e s  p a r t i c i p a t i n g  i n  t h e  
traveled-way s tudy ,  s e c t i o n s  f o r  t h e  1.4 card  may be s e v e r a l  consecut ive 
1.2 card sec t ions .  The 1.4 card s e c t i o n  breaks should coincide wi th  t h e  
1.2 card s e c t i o n  breaks. I f  more convenient f o r  t h e  S t a t e ,  1.2 card  
s e c t i o n  breaks may be used f o r  a l l  1.4 card s e c t i o n  te rmini .  

Where s t a t u s  has  changed from the  previous yea r ,  new s e c t i o n s  may be 
necessary. Where s e c t i o n  breaks no longer  meet t h e  above c r i t e r i a ,  they 
may be de l e t ed  and s e c t i o n s  combined. While i t  is convenient t o  have a s  
few s e c t i o n s  as poss ib l e ,  t h e  S t a t e  may add s e c t i o n s  where needed f o r  
i t s  own use. 

Route s e c t i o n  numbering should be continuous throughout each rou te  i n  a l l  
cases.  Where no s t a t u s  changes occur f o r  a s e c t i o n ,  t h e  s e c t i o n  numbers 

---. should be checked and rev ised  as needed t o  r e f l e c t  any changes i n  rou te  
length  of preceding s e c t i o n s  r e s u l t i n g  from s t a t u s  changes o r  co r r ec t ions  
on such s e c t i o n s ,  thus  e l imina t ing  t h e  use of equat ions.  

4-I-A-5 
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Where two rou te s  coincide,  s e c t i o n  numbering should be  c a r r i e d  throughout 
on each rou te  independently of t he  o the r  route .  

Sec t ion  l eng th  (columns 16-18): The s e c t l o n  lengths  w i l l  b e  shown t o  t h e  
n e a r e s t  one-tenth of a mile. The s e c t i o n  l eng th  w i l l  always be  a three-  
d i g i t  number wi th  l ead ing  zeros  f o r  a l l  lengths  less than 10.0 miles .  
The maximum s e c t i o n  length  i s  99.9 miles  and t h e  minimum i s  00.1. I n  a l l  
cases ,  t h e  s e c t i o n  number should be added t o  t h e  s e c t i o n  length  and t h e  
sum should agree w i t h  t h e  fol lowing s e c t i o n  number t o  i n su re  con t inu i ty  
of continuous s e c t i o n  numbering. I t  should be noted t h a t  where two o r  
more rou te s  coincide,  t h e  a c t u a l  s e c t i o n  length  should be  used f o r  
checking as t h e  length  coded on t h e  l o g  w i l l  b e  zero  f o r  a l l  bu t  one of 
t h e  co inc id ing  routes .  

Rural  o r  urban des igna t ion  (column 19) :  Code t h e  rural-urban 
des igna t ions  according t o  t h e  fol lowing c l a s s i f i c a t i o n s :  

Designation Code 

E n t i r e l y  r u r a l ,  no t  incorpora ted  and not  FA urban a r e a  1 
Incorporated p l ace  b u t  no t  p a r t  of an FA urban a r e a  2 
Unincorporated a r e a  wi th in  an FA urban a r e a  3 
Incorpora ted  p l ace  included i n  FA urban a r e a  4 

Where t h e  e n t i r e  a r e a  of a S t a t e  is incorpora ted ,  t h e  c r i t e r i a  l i s t e d  
under "Municipality1' on pages i v  and v of t h e  " I n s t r u c t i o n  Manual f o r  t h e  
Compilation and Reporting of Highway Mileage ,'I  r ev ised  May 1964, Highway 
Planning Program Manual, Volume 20, Appendix 22, should be  r e f e r r e d  t o  
f o r  determining whether t h e  rural-urban code should be 1 and 2 .  A l l  
S t a t e s  should have some s e c t i o n s  which come under rural-urban cod& 1. 

Number of t r a f f i c  l anes  (columns 20-21): The number of t r a f f i c  lanes  on 
t h e  through roadway f o r  bo th  d i r e c t i o n s  of t r a v e l  should be  coded without  
regard t o  e x t r a  l anes  through in te rchange  a reas  o r  s h o r t  s e c t i o n s  l e s s  
than about two miles  i n  l eng th  having a g r e a t e r  o r  l e s s e r  number of  lanes .  
When t h e  number of l anes  changes s e v e r a l  t imes i n  a r e l a t i v e l y  s h o r t  
d i s t ance ,  t h e  e n t i r e  d i s t ance  may be considered a s  one s e c t i o n  unless  
broken by o t h e r  c o n t r o l  i tems.  I n  such cases ,  t he  number of lanes  should 
be coded f o r  t h e  fewest number of l anes  t o  r e f l e c t  t h e  most r e s t r i c t i v e  
condi t ion  i n  t h e  sec t ion .  

Access c o n t r o l  (column 22): Sec t ions  having c o n t r o l  of access w i l l  be  
coded "1." Sect ions  having no c o n t r o l  of access  w i l l  be  coded "0." 
Sec t ions  having p a r t i a l  c o n t r o l  of access  w i l l  b e  coded "2." 

AMI (columns 23-28): The annual average d a i l y  t r a f f i c  (ADT) shown on the  
l i s t i n g s  s e n t  t o  t h e  d i v i s i o n  o f f i c e  from the  Washington o f f i c e  w i l l  be  
t h a t  AZrr used i n  prepar ing  the  previous t r a f  f i c  map. I n  a l l  c a ses ,  t he  
ADT f o r  t h e  cu r r en t  y e a r  should be  es t imated  from a v a i l a b l e  t r a f f i c  da ta .  
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The cu r ren t  y e a r ' s  ADT should be en te red  i n  columns 23-28. The ADT should 
be  shown t o  t h e  n e a r e s t  veh ic l e  t o  reduce t h e  cumulative e f f e c t  of 
rounding and w i l l  be  s h m  on t h e  publ ished map t o  t h e  n e a r e s t  100 
vehic les .  mile t h i s  procedure i s  p r e f e r r e d ,  ADT's may be  shown t o  t h e  
n e a r e s t  10 o r  100 veh ic l e s  i f  t h e  S t a t e  d a t a  t o  u n i t s  a r e  not  r e a d i l y  
ava i l ab l e .  S i x  columns a r e  provided f o r  t h i s  f i e l d  s o  t h a t  a l l  ADT's may 
be coded t o  t h e  u n i t s  d i g i t ,  where d a t a  a r e  repor ted  t o  t h e  n e a r e s t  10 o r  
100 veh ic l e s ,  zeros must be  coded i n  t h e  u n i t s  o r  t ens  and u n i t s  
p o s i t i o n s ,  respec t ive ly .  

Where t h e  o ld  t r a v e l e d  rou te  w a s  used f o r  p a r t  of t h e  yea r  be fo re  a f i n a l  
s e c t i o n  w a s  opened t o  t r a f f i c ,  a weighted average (equiva len t )  ADT should 
be ca l cu la t ed  f o r  t he  new sec t ion .  For example, i f  on September 12 ,  1965, 
a 5.3 mile  s e c t i o n  of traveled-way ca r ry ing  an average of 5,062 v e h i c l e s  
pe r  day f o r  t h e  8 months, 11 days was replaced by a 4.8 mile s e c t i o n  of 
completed I n t e r s t a t e  car ry ing  an average of 4,123 veh ic l e s  pe r  day f o r  
t h e  remaining 3 months, 19 days, t h e  equ iva l en t  ADT may be  c a l c u l a t e d  a s  
fol lows : 

255/365 x 5,062 ( 8  months, 11 days average) x 5.3 = 18,743 average d a i l y  - 
veh ic l e  miles  

111/365 x 4,123 (3  months, 19 days average) x 4.8 = 6,018 average d a i l y  
veh ic l e  miles  

T o t a l  24,761 

24,761$ 4.8 = 5,1.59 equiva len t  ADT 

The ADT value  thus  obtained w i l l  b e  used i n  c a l c u l a t i n g  veh ic l e  mi les  a s  
i f  t he  l eng th  of rou te  s e c t i o n  had been t h e  same a s  t h e  length  of t h e  new 
s e c t i o n  f o r  t h e  e n t i r e  year .  This  w i l l  y i e l d  t h e  same annual veh ic l e  
m i l e s  value a s  t h e  sum of t h e  veh ic l e  miles f o r  t he  o ld  and new s e c t i o n s  
wi th  each be ing  ca l cu la t ed  f o r  t h e  po r t ion  of t h e  yea r  f o r  which i t  
served  t h e  t r a f f i c .  

I n  t h e  case of c i r cumfe ren t i a l  o r  spu r  rou te s  f o r  which t h e r e  was no 
de f inab le  traveled-way p r i o r  t o  t he  opening of t h e  completed s e c t i o n ,  t h e  
ADT should be  an average va lue  f o r  t h e  p o r t i o n  of t h e  y e a r  t h e  s e c t i o n  was 
a c t u a l l y  ca r ry ing  t r a f f i c .  The d a t e  t h e  s e c t i o n  w a s  opened t o  t r a f f i c  o r  
t h e  number of days i t  was i n  opera t ion  during t h e  yea r  should be noted on 
t h e  log, s o  t h a t  t h e  a c t u a l  v e h i c l e  mi les  of t r a v e l  on i t  during the 
cu r ren t  y e a r  can be ca lcu la ted .  

Where two I n t e r s t a t e  rou te s  have t h e  same traveled-way, t h e  s e c t i o n  
numbering f o r  both rou te s  should be  continued throughout both rou te s  b u t  
t h e  t r a f f i c  d a t a  i n  t h e  a r e a  of coincidence should be shown on only t h e  
approved I n t e r s t a t e  route .  I n  t h e  case of overlaps on t r a v e l e d  rou te s  
no t  on t h e  completed I n t e r s t a t e ,  where t h i s  c r i t e r i a  cannot be  app l i ed ,  
then  t h e  rou te  having t h e  lowest I n t e r s t a t e  rou te  number should be used 
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t o  prevent  dup l i ca t ion  of veh ic l e  mile  e s t ima te s .  The a f f e c t e d  po r t ion  
of t h e  o the r  rou te  should be coded t o  show t h e  ADT as  ze ro  and a no te  
added t o  i n d i c a t e  t h e  r o u t e  which c a r r i e s  t h e  ADT. 

Where cu r r en t  coverage counts are a v a i l a b l e  f o r  p a r t i c u l a r  road s e c t i o n s ,  
t h e  cu r r en t  ADT should be es t imated  i n  t h e  usua l  manner of expanding t h e  
coverage count by t h e  group mean f a c t o r  f o r  the  app l i cab le  p a t t e r n  group. 
This  procedure i s  descr ibed i n  "Guide f o r  T r a f f i c  Volume Counting Manual," 
Volume 20, Appendix 26, Highway Planning Program Manual. This i s  based 
on t h e  mean of t h e  r a t i o s  of t h e  ADT t o  t h e  average weekday of t h e  month 
f o r  a l l  ATR s t a t i o n s  i n  t h e  group, The coverage count i s  mul t ip l i ed  by 
t h e  group mean f a c t o r  f o r  t he  same month t o  provide an e s t ima te  of ADT, 

Where c u r r e n t  coverage counts a r e  no t  a v a i l a b l e ,  i t  may be d e s i r a b l e  t o  
ob ta in  coverage counts ,  p a r t i c u l a r l y  f o r  r ecen t ly  completed s e c t i o n s .  
Where t h i s  i s  not  f e a s i b l e ,  a v a i l a b l e  coverage counts from previous years  
should be used. 

I n  e s t i m a t i n g  cu r ren t  ADT from a previous y e a r ' s  coverage count ,  t h e  
previous y e a r ' s  ADT, computed from t h e  coverage count ,  w i l l  be  ava i l ab l e .  
This  previous y e a r ' s  ADT wi th  a growth f a c t o r  app l i ed ,  which is  t h e  r a t i o  
of t h e  cu r r en t  y e a r ' s  ADT t o  t h e  previous y e a r ' s  ADT a t  t h e  appropr ia te  
ATR s t a t i o n ,  may be  used as an estimate of cu r r en t  ADT. 

Daily veh ic l e  m i l e s  t r a v e l e d  (columns 29-37) : The DVM (columns 29-37) 
shown on t h e  l i s t i n g s  a r e  computed by mul t ip ly ing  t h e  ADT (columns 23-28) 
by t h e  s e c t i o n  length  (columns 16-18) i n  t h e  computer and a r e  shown t o  t h e  
veh ic l e  mile  w i th  t h e  t e n t h  t runca ted .  This  f l g u r e  need no t  be ca l cu la t ed  
o r  rev ised  by t h e  S t a t e  when reviewing and updating t h e  l i s t i n g  unless  
des i r ed  by i t  f o r  p a r t i c u l a r  uses.  

Corresponding cu r ren t  cos t  e s t ima te  s e c t i o n  and segment numbers 
 columns 38-44) : The c o s t  e s t ima te  s e c t i o n  and segment numbers a r e  t h e  
l e t t e r  and number combinations used t o  i d e n t i f y  t h e  beginning p o i n t s  of 
t h e  s e c t i o n s  repor ted  i n  t h e  l a t e s t  I n t e r s t a t e  Cost Estimate.  Where cos t  
e s t ima te  s e c t i o n  te rmini  correspond o r  a r e  w i th in  0.1 mi le  of t h e  
beginning o r  end of po r t ions  of t he  t r a f f i c  log  repor ted  i n  s t a t u s  1 o r  
5, they  should be included. I n  a l l  o the r  cases ,  t h i s  f i e l d  should be  
blank. These corresponding cos t  e s t ima te  s e c t i o n  and segment numbers a r e  
needed f o r  comparing t r a f f i c  l og  d a t a  w i th  t h a t  from t h e  es t imate .  While 
i t  would be  very d e s i r a b l e  t o  have t h e  S t a t e  e n t e r  t hese  where they a r e  
no t  p re sen t ly  shown, p a r t i c u l a r l y  where s t a t u s  changes have occurred,  t he  
e a r l y  r e t u r n  of t h e  cor rec ted  and updated l i s t i n g s  should no t  be  delayed 
f o r  t h i s  item. 

Columns 38 t o  44 a r e  used f o r  t he  I n t e r s t a t e  Cost Est imate s e c t i o n  and 
segment numbers. Column 38 conta ins  t h e  f e t t e r ,  columns 39 and 40 conta in  
t h e  number preceding t h e  f i r s t  decimal. I f  t h i s  number i s  l e s s  than  10, 
t h e  number should be en te red  as 01, 02, 03, e t c .  Column 41 w i l l  conta in  
t h e  number a f t e r  t h e  f i r s t  decimal. I f  t h i s  number i s  g r e a t e r  than  10, a 
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l e t t e r  des igna t ion  must be used: A f o r  10 ,  B f o r  11, C f o r  12, e t c .  
Column 42 conta ins  t h e  number fol lowing t h e  second decimal. The same 
procedure i s  t o  b e  used a s  i n  column 41 i f  t h e  number i s  l a r g e r  than  LO. 
The segment number goes i n  columns 43 and 44. Segment numbers l e s s  than  
10 a r e  en t e red  a s  01, 0 2 ,  e t c .  

Descr ip t ion  of s e c t i o n  beginning p o i n t  (columns 45-78): The s e c t i o n  
t e rmin i  may be i d e n t i f i e d  by highway junc t ion ,  urban l i m i t ,  corpora te  
l i m i t ,  S t a t e  l i n e ,  county l i n e ,  r i v e r  c ross ing ,  r a i l r o a d  c ros s ing ,  o r  
by d i s t ance  and d i r e c t i o n  t o  any of t hese  which can be i d e n t i f i e d  on 
S t a t e  t o u r i s t  maps. 

Where s t a t u s  changes have occurred and new s e c t i o n s  a r e  en t e red  on code 
s h e e t s ,  t h e  te rmini  desc r ip t ions  should be  coded i n  columns 45-78 of t h e  
code shee t .  Where no changes occur ,  the  te rmini  desc r ip t ions  should b e  
reviewed and r ev i sed  only where e r r o r s  a r e  discovered. 

Year of change t o  cu r r en t  s t a t u s  (columns 79-80) : The yea r  of change t o  
cur ren t  s t a t u s  should always be  the  l a s t  two d i g i t s  of t h e  y e a r  i n  which 
t h e  road s e c t i o n  reached the  s t a t u s  shown i n  column 5. Where t h e  s t a t u s  - 
i n  column 5 is zero,  columns 79-80 should be ze ro  o r  blank. A new s e c t i o n  
should be  coded whenever t h e r e  is  a change i n  t he  y e a r  of s t a t u s  change, 
except t h a t  when the  change app l i e s  t o  s e c t i o n s  l e s s  than  1.0 mi le  i n  
length  t h e  s e c t i o n  need not  b e  broken unless  t h e  S t a t e  wishes t o  do s o  
f o r  i ts  own use. 
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Table o.f FIPS Standard Codes f o r  S t a t e s  and 
Outlying Areas of  the  United S t a t e s  

NAME 

Alabama 
Alaska 
A r i  zona 
Arkansas 
Ca l i fo rn ia  
Colorado 
Connecticut 
Delaware 
D i s t r i c t  o f  Columbia 
Flor ida  
Georgia 
Hawaii 
Idaho 
I1  l i n o i s  
Indiana 
Iowa 
Kansas 
Kentucky 
Louisiana 
Maine 
Mary 1 and 
Massachusetts 
Michigan 
Minnesota 
Mississippi  
Missouri 
Montana 
Nebraska 

NAME - 
Nevada 
New Hampshire 
New Je r sey  
New Mexico 
New York 
North Carolina 
North Dakota 
Ohio 
Oklahoma 
Oregon 
Pennsylvania 
Rhode Is land 
South Carolina 
South Dakota 
Tennessee 
Texas 
Utah 
Vermont 
Virginia 
Washington 
West Virgin ia  
Wisconsin 
Wyoming 

American Samoa 
Guam 
Puerto Rico 
Virgin Islands 

CODE - 




