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APPLICABILITY AHD DEFINTTIOHS 
§ 1.0 Applicability of this part. This 

part establishes administrative require- • 
merits for the issuance of type, produc
tion, and airworthiness certificates, and 
for the identification and marking of air
craft and related products. 

5 l.l Definitions. As used in this 
part, terms are defined as follows: 
(a) Administration—(D Administra

tor. The Administrator is the Adminis
trator of Civil Aeronautics. 

(2) Applicant. An applicant is a 
person or persons applying for approval 
of an aircraft or any part thereof. 

(3) Approved. Approved, when used 
alone or as modifying terms sucn as 
means, devices, specifications, etc,, shall 
mean approved by the Administrator. 

(4> Authorized representative of the 
Administrator. An authorized represent
ative of the Administrator means any 
employee of the Civil Aeronautics Ad
ministration or any private person, au
thorized by the Administrator to perform 
any of the duties delegated to the Ad
ministrator by the provisions of this part. 

(5) Person. Person means any indi
vidual, firm, copartnership, corporation, 
company, association, Joint-stock asso
ciation, or body politic; and includes any 
trustee, receiver, assignee, or other sim
ilar representative thereof.1 

(6) Prime manufacturer. A prime 
manufacturer means the person who 
initiated the design and construction of 
the product and who applied for the type 
certificate, or any person to whom a cur
rent right to reproduce the product has 
been transferred. 

(7) Subsidiary manufacturer. A sub
sidiary manufacturer means the person 
who contracted with the prime manu
facturer to produce and to supply to the 
prime manufacturer major assemblies 
and components which are manufac
tured in conformity with the prime 
manufacturer's approved drawings and 
data for the fabrication of the product. 

(8) United States. United States 
means the several States, the District of 
Columbia, and the several Territories 
and possessions of the United States, in
cluding the Territorial waters and the 
overlying air space thereof.1 

(b) Design—(1) Aircraft An aircraft 
means any contrivance now known or 
hereafter invented, used, or designed for 
navigation of or flight in the air.1 

<2> Aircraft engine. An aircraft en
gine means an engine used, or intended 

1 AS DEFINED IN SECTION 1 OF the CIVIL AERO
NAUTICS ACT OF 19SS, AS AMENDED. 
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to be used, for propulsion of aircraft and 
includes all parts, appurtenances, and 
accessories thereof other than propel
lers.1 
<3> Appliances. Appliances means 

instruments, equipment, apparatus, 
parts, appurtenances, or accessories, of 
whatever description, which are used, or 
are capable of being or intended to be 
used, in the navigation, operation, or 
control of aircraft in flight < including 
parachutes and including communica
tion equipment and any other mecha
nism or mechanisms installed in or 
attached to aircraft during flight >, and 
which are not a part or parts of aircraft, 
aircraft engines, or propellers.' 
'4> Product. The term product, as 

used in this part, means: 'S> An air
craft. 'ii> an aircraft engine. iiil> a pro
peller, or iivi any appliance specified in 
the Civil Air Regulations as elegible for 
a type certificate. 

<5) Propeller. A propeller includes all 
parts, appurtenances, and accessories 
thereof.1 

i 1.2 Type design. The type design 
shall consist of such test reports and 
computations as are necessary to demon
strate that the product complies with the 
pertinent airworthiness requirements, 
such drawings and specifications as are 
necessary to disclose the configuration 
of the product and all design features 
covered in the pertinent airworthiness 
requirements, sufficient information on 
materials and processes to define the 
strength of the structure, and sufficient 
other data to permit the airworthiness of 
subsequent products of the same type to 
be determined by comparison with the 
type design. 

TYPE CEBTTFICATES 
I 1.10 Application. Any person, 

whether or not a citizen of the United 
States, may apply for the issuance of a 
type certificate. The application for a 
type certificate for a specified product 
shall be made upon a form and in a 
manner prescribed by the Adminis
trator. 

5 1.11 Products for which issued. A 
type certificate may be issued for an 
aircraft, aircraft engine, propeller, or 
any appliance for which certification is 
provided elsewhere in the Civil Air Regu
lations. 
5 1.12 Requirements for issuance. A 

type certificate for a product shall be 
issued when: 
ia> The applicant has submitted such 

descriptive data, test reports, and other 
information required by the pertinent 
airworthiness regulations for the type 
design, and 
<b> Upon examination of the type de

sign and the completion of all tests and 
inspections, the Administrator finds that 
the type design meets the requirements 
of the applicable Civil Air Regulations. 

5 1.13 Locafion of manufacturing fa
cilities. No type certificate for a product 
shall be issued if the manufacturing fa
cilities therefor are located outside the 

1 As defined In section l of the Civil Aero
nautics Act of 1938. as amended. 

United States, unless where, facilities are 
located outside the United States the 
Administrator finds that no undue bur
den on the Government is created in ad
ministering applicable requirements of 
the act or regulations issued thereunder. 

I 1.14 Type design changes. Changes 
in the type design shall be made in ac
cordance with the rules established in 
the part of the Civil Air Regulations 
under which the type certificate was 
issued. 

S 1.15 Transferability. A type cer
tificate may be transferred or made 
available to third persons by licensing 
agreements, and the grantor shall im
mediately notify the Administrator in 
writing of any transfer, licensing agree
ment, or termination thereof. The pro
visions of 5 1.13 shall be complied with. 

| 1.16 Inspection. <a> A represent
ative of the Atiministratar shall be per
mitted to make such inspections as may 
be necessary to determine compliance 
with applicable requirements. 
ib> A product manufactured under a 

type certificate only shall be required to 
undergo inspection by a representative 
of the Administratdr to determine 
whether individual products conform 
with the type design. 
<c> The manufacturer of a product 

being manufactured under a type certif
icate only shall maintain at the place of 
manufacture such technical data and 
drawings as may be necessary to deter
mine whether the product or any part 
thereof conforms to the current typs 
design. 
I 1.17 Duration. A type certificate 

shall remain in effect until surrendered, 
suspended, revoked, or a termination 
date is otherwise established by the 
Board. 

S 1.18 Displos. Type certificates 
shall be made available for examination 
by an authorized representative of the 
Board or of the Administrator. 

$ 1.19 Privileges. The holder of a 
type certificate or license may produce 
duplicates of any product for which a 
type certificate has been issued. 
5 1.20 Statement of conformity. 

i a' The holder of a type certificate only 
or of a current right to the benefits of a 
type certificate only under a licensing 
arrangement, upon the initial transfer 
by him of the ownership of any product 
manufactured under such type certifi
cate or upon application for original is
suance of an airworthiness certificate 
for an aircraft, shall furnish to an au
thorized representative of the Adminis
trator a statement of conformity for 
such product on a form prescribed by the 
Administrator. For aircraft manufac
tured under a type certificate only, there 
shall be included a statement that the 
aircraft referred to has been flight 
checked. When a production csrtiScate 
is held in addition to the type csrtificate, 
the provisions of § i.35 shall apply. The 
Administrator may consider military ac
ceptance in lieu of a statement of con
formity for a product which has been 
manufactured for the military service. 

< bi A statement of conformity shall he 
furnished to an authorized represent
ative of the Administrator, upon a form 
and in a manner prescribed by the Ad
ministrator, for any prototype product 
presented for type certification. 

PRODUCTION CERTIFICATES 
5 1.3D Application. Any person, 

whether or not a citizen of the United 
States, may apply for the issuance of a 
production certificate. The application 
for a production certificate shall be made 
upon a form and in a manner prescribed 
by the Administrator. 
5 1.31 Produces for which issued. A 

production certificate shall be issued only 
for products for which a type certificate 
is currently in effect. The applicant 
shall hold a currently effective type cer
tificate for the product to be manufac
tured or shall hold a current right to 
the benefits of such certificate under a 
licensing agreement. 

% 1.32 Requirements for issuance. A 
person shall be issued a production cer
tificate when the Adrninlstrator finds, 
after examination of the supporting data 
and after inspection of the organization 
and production facilities, that the appli
cant complies with the requirements of 
5 § 1.33 through 1.37. 
11.33 Location of manufacturing fa

cilities. No production certificate for a 
product shall be issued if the manufac
turing facilities therefor are located out
side the United States, unless where 
facilities are located outside the United 
States the Administrator finds that no 
undue burden on the Government is 
created in administering applicable re
quirements of the act or regulations is
sued thereunder. 

§ 1.34 Quality control. The applicant 
shall show that he is adequately pre
pared to manufacture and control the 
quality of any product for which he re
quests production certification, so that 
each article shall conform with the 
design provisions of the pertinent type 
certificate. A product manufactured 
under a production certificate may be 
required to undergo Inspection by a 
representative of the Administrator to 
determine whether the individual prod
uct conforms to the type design. 
11.35 Statement of conformity. It 

shall not be necessary for the holder of 
a production certificate to furnish a sep
arate statement of conformity for each 
of the products produced. 

8 1.36 Data required; prime manu
facturer. The applicant shall submit the 
data listed in paragraphs (ai through 
(e) of this section. 

(a) A description of the manufactur
ing layout and production flow, 
(b> A listing and description of any 

special processes required by the product 
or products to be manufactured. 
<c> A description of the established 

quality-control organization, its func
tions and responsibilities, including an 
organizational chart showing the lines of 
authority for quality control and inspec
tion responsibility, 
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(D) IF THE APPLICATION IS FOR THE M A N 

UFACTURE OF AN AIRCRAFT, A DESCRIPTION OF 
| THE FLIGHT TEST PROCEDURES ESTABLISHED BY 

THE MANUFACTURER FOR THE TESTING OF PRO
DUCTION AIRCRAFT AND A COPY OF THE FLIGHT 
TEST CHECK LIST TO BE USED, AND FOR OTHER 
PRODUCTS A DESCRIPTION OF SUCH TESTS 
ESTABLISHED BY THE MANUFACTURER AS M A Y 
BE APPROPRIATE FOR THE PRODUCT, AND 

(E) A LIST, BY N A M E AND ADDRESS, OF ANY 
SUBSIDIARY MANUFACTURERS. (SEE } 1.37.) 

§ 1.37 Data required; subsidiary 

manufacturer. W H E R E FOUND NECESSARY 
BY THE ADMINISTRATOR, A SUBSIDIARY M A N 
UFACTURER SHALL SUBMIT THE DATA PRE
SCRIBED BY PARAGRAPHS (A), (B), AND (C) 
OF § 1.36. 

5 1.38 Modification of required data. 

T H E HOLDER OF A PRODUCTION CERTIFICATE 
SHALL IMMEDIATELY NOTIFY THE ADMINIS
TRATOR IN WRITING OF ANY CHANGES AFFECT
ING THE DATA REQUIRED BY I 1.36 WHICH 
M A Y ALTER THE CONFORMITY OR QUALITY 
CONTROL OF THE PRODUCT BEING M A N U 
FACTURED. 

§ 1.39 Multiple products. T H E A D 
MINISTRATOR M A Y AUTHORIZE MORE THAN 
ONE TYPE CERTIFICATED PRODUCT TO BE M A N 
UFACTURED UNDER THE TERMS OF ONE PRO
DUCTION CERTIFICATE PROVIDED THAT THE 
PRODUCTS HAVE SIMILAR PRODUCTION CHAR
ACTERISTICS. 

§ 1.40 Production l i m i t a t i o n record. 
A PRODUCTION LIMITATION RECORD SHALL BE 
ISSUED AS PART OF A PRODUCTION CERTIFICATE. 
T H E RECORD SHALL LIST THE TYPE CERTIFICATE 
OF EVERY PRODUCT WHICH THE APPLICANT IS 
AUTHORIZED TO MANUFACTURE UNDER THE 
TERMS OF A PRODUCTION CERTIFICATE. 
W H E R E DIFFERENT MODELS OF A BASIC TYPE 
APPROVED UNDER THE SAME TYPE CERTIFICATE 
NUMBER REQUIRE DIFFERENT FABRICATION 
METHODS AND PROCESSES, THE ADMINISTRA
TOR M A Y LIST THE MODEL DESIGNATION OF 
THE PRODUCT FOR WHICH AUTHORIZATION IS 
GIVEN, AS WELL AS THE TYPE CERTIFICATE N U M 
BER, ON THE PRODUCTION LIMITATION RECORD. 

§ 1.41 Modification of the production 

limitation record. T H E HOLDER OF A PRO
DUCTION CERTIFICATE DESIRING THE ADDITION 
OF A TYPE CERTIFICATE AND/OR MODEL TO THE 
PRODUCTION CERTIFICATE SHALL SUBMIT AN 
APPLICATION THEREFOR UPON A FORM AND IN 
A MAN N E R PRESCRIBED BY THE ADMINIS
TRATOR, T H E APPLICANT SHALL COMPLY 
WITH THE APPLICABLE REQUIREMENTS OF 
§§ 1.32 THROUGH 1.36 AND 1.38. 

§ 1,42 Transferability. A PRODUCTION 
CERTIFICATE SHALL NOT BE TRANSFERRED. 

§ 1.43 Inspection. A REPRESENTATIVE 
OF THE ADMINISTRATOR SHALL BE PERMITTED 
TO M A K E SUCH INSPECTIONS AS M A Y BE 
NECESSARY TO DETERMINE COMPLIANCE WITH 
THE REQUIREMENTS OF THE CIVIL AIR REGU
LATIONS. 

§ 1.44 Duration. A PRODUCTION CER
TIFICATE SHALL REMAIN IN EFFECT UNTIL SUR
RENDERED, SUSPENDED, REVOKED, OR A TERMI
NATION DATE IS OTHERWISE ESTABLISHED BY 
THE BOARD, OR THE LOCATION OF THE M A N U 
FACTURING FACILITY IS CHANGED. 

§ 1.45 Display. A PRODUCTION CERTIFI
CATE SHALL BE PROMINENTLY DISPLAYED IN 
THE M A I N OFFICE OF THE FACTORY. 

AIRCRAFT AND PRODUCT IDENTIFICATION 
I 1.50 Identification, (A) EACH PROD

UCT MANUFACTURED UNDER THE TERMS OF A 
TYPE OR PRODUCTION CERTIFICATE SHALL DIS
PLAY PERMANENTLY SUCH DATA AS M A Y BE 
REQUIRED TO SHOW ITS IDENTITY. T H E DATA 
SHALL INCLUDE SUCH OF THE FOLLOWING ITEMS 
AS THE ADMINISTRATOR FINDS APPROPRIATE: 
(1) MANUFACTURER'S NAME, (2) MODEL 
DESIGNATION, (3) MANUFACTURER'S SERIAL 
NUMBER (IF ARTICLE IS NUMBERED SERIALLY), 
OTHERWISE THE DATE OF MANUFACTURE, EX
CEPT THAT ARTICLES SUBJECT TO DETERIORATION 
AS A RESULT OF AGING (PARACHUTES, PARA
CHUTE FLARES, ETC.), SHALL BEAR THE DATE OF 
MANUFACTURE IN ADDITION TO THE SERIAL 
NUMBER, IF ANY, (4) TYPE CERTIFICATE N U M 
BER. (5) PRODUCTION CERTIFICATE NUMBER. 
(6) CAPACITY OR RATING. 

AIRWORTHINESS CERTIFICATES 
§ 1.60 Application. A N Y U. S. CITIZEN 

M A Y APPLY FOR ISSUANCE OF AN AIRWORTHI
NESS CERTIFICATE FOR AN AIRCRAFT PROVIDED 
THAT HE IS THE REGISTERED OWNER OF THE AIR
CRAFT OR HIS AGENT. T H E APPLICATION FOR 
AN AIRWORTHINESS CERTIFICATE SHALL BE 
M A D E UPON A FORM AND IN A MANNER PRE
SCRIBED BY THE ADMINISTRATOR. 

§ 1.61 Aircraft categories for which 

airworthiness certificates are issued. 

AIRWORTHINESS CERTIFICATES ARE ISSUED FOR 
AIRCRAFT WHOSE TYPE DESIGN HAS BEEN CER
TIFICATED UNDER THE NORMAL, UTILITY, ACRO
BATIC, OR TRANSPORT CATEGORIES, FOR AIR
CRAFT OF THE RESTRICTED CATEGORY, AND FOR 
SURPLUS MILITARY AIRCRAFT IN THE LIMITED 
CATEGORY. IN ADDITION, EXPERIMENTAL CER
TIFICATES AND SPECIAL FLIGHT PERMITS ARE 
ISSUED. 

§ 1.62 Amendment or modification. 

A N AIRWORTHINESS CERTIFICATE M A Y BE 
AMENDED OR MODIFIED ONLY UPON APPLICA
TION TO THE ADMINISTRATOR. 

§ 1.63 Transferability. An AIRWORTHI
NESS CERTIFICATE SHALL BE TRANSFERRED WITH 
THE AIRCRAFT. 

§ 1.64 Duration, (A) UNLESS SOONER 
SURRENDERED, SUSPENDED, REVOKED, OR A 
TERMINATION DATE IS OTHERWISE ESTABLISHED 
BY THE BOARD, THE DURATION OF AN AIR
WORTHINESS CERTIFICATE SHALL BE IN ACCORD
ANCE WITH THE PROVISIONS OF SUBPARA
GRAPHS (1) THROUGH (3) OF THIS PARA
GRAPH. 

(1) Experimental aircraft. A N EX
PERIMENTAL AIRWORTHINESS CERTIFICATE SHALL 
REMAIN IN EFFECT FOR ONE YEAR FROM THE 
DATE OF ISSUANCE OR RENEWAL, UNLESS A 
SHORTER PERIOD IS ESTABLISHED BY THE AD
MINISTRATOR. 

(2) AIRCRAFT MAINTAINED UNDER A CON
TINUOUS MAINTENANCE SYSTEM. A N AIR
WORTHINESS CERTIFICATE ISSUED FOR AN 
AIRCRAFT MAINTAINED UNDER AN APPROVED 
CONTINUOUS MAINTENANCE SYSTEM SHALL 
REMAIN IN EFFECT WITHOUT RENEWAL DURING 
THE PERIOD THE AIRCRAFT IS MAINTAINED IN 
ACCORDANCE WITH SUCH A SYSTEM. 

<3) OTHER AIRCRAFT. EXCEPT AS PRO
VIDED IN SUBPARAGRAPHS i V AND (2) OF 
THIS PARAGRAPH, AIRWORTHINESS CERTIFICATES 
ON OTHER AIRCRAFT SHALL REMAIN IN EFFECT 
FOR ONE YEAR AFTER THE DATE OF ISSUANCE 
OR RENEWAL. T H E AIRWORTHINESS CERTIFI
CATE SHALL BE RENEWED UPON SATISFACTORY 
COMPLETION OF THE ANNUAL INSPECTION ELSE

WHERE REQUIRED IN THE CIVIL AIR REGULA
TIONS. 

(B) T H E ADMINISTRATOR MAY, FROM 
TIME TO TIME, REINSPECT ANY AIRCRAFT OR 
PART THEREOF TO SEE WHETHER IT IS IN AN 
AIRWORTHY CONDITION. T H E OWNER, OPER
ATOR, OR BAILEE OF THE AIRCRAFT SHALL M A K E 
IT AVAILABLE FOR SUCH INSPECTION UPON RE
QUEST. 

<C) U P O N SUSPENSION, REVOCATION, OR 
THE GENERAL TERMINATION BY ORDER OF THE 
BOARD OF AN AIRWORTHINESS CERTIFICATE, THE 
OWNER, OPERATOR, OR BAILEE OF AN AIRCRAFT 
SHALL, UPON REQUEST, SURRENDER THE CERTI
FICATE TO AN AUTHORIZED REPRESENTATIVE OF 
THE ADMINISTRATOR. 

§1.65 Display. A N AIRWORTHINESS CER
TIFICATE SHALL BE CARRIED IN THE AIRCRAFT AT 
ALL TIMES, AND SHALL BE DISPLAYED AS PRE
SCRIBED BY THE ADMINISTRATOR. 

§ 1.66 Airworthiness certificates for 

normal, u t i l i t y , acrobatic, and transport 

categories. AIRCRAFT CERTIFICATED IN THE 
NORMAL, UTILITY, ACROBATIC, AND TRANSPORT 
CATEGORIES M A Y BE USED FOR THE CARRIAGE 
OF PERSONS AND PROPERTY FOR COMPENSA
TION OR HIRE. 

§ 1.67 Airworthiness certificate; re

quirements for issuance. T H E REQUIRE
MENTS FOR THE ISSUANCE OF AN AIRWORTHI
NESS CERTIFICATE ARE STATED IN PARAGRAPHS 
(A) AND (B) OF THIS SECTION. 

(A) Aircraft manufactured under a 

production certificate. A N APPLICANT FOR 
THE ORIGINAL ISSUANCE OF AN AIRWORTHINESS 
CERTIFICATE FOR AN AIRCRAFT, WHOSE TYPE 
DESIGN WAS CERTIFICATED IN CATEGORIES 
OTHER THAN THE LIMITED CATEGORY, M A N U 
FACTURED UNDER THE TERMS OF A PRODUCTION 
CERTIFICATE, M A Y BE ISSUED SUCH CERTIFI
CATE, WITHOUT FURTHER SHOWING. T H E A D 
MINISTRATOR M A Y INSPECT THE AIRCRAFT TO 
SEE SF IT CONFORMS TO THE TYPE DESIGN. 

(B) Aircraft manufactured under type 

certificate only. A N APPLICANT FOR THE 
ORIGINAL ISSUANCE OF AN AIRWORTHINESS 
CERTIFICATE FOR AN AIRCRAFT, WHOSE TYPE DE
SIGN WAS CERTIFICATED IN CATEGORIES OTHER 
THAN THE LIMITED CATEGORY, MANUFACTURED 
UNDER THE TERMS OF A TYPE CERTIFICATE ONLY, 
SHALL BE ISSUED SUCH CERTIFICATE UPON 
PRESENTATION OF A STATEMENT OF CONFORM
ITY FOR SUCH AIRCRAFT ISSUED BY THE M A N U 
FACTURER WHEN, UPON INSPECTION OF THE 
AIRCRAFT, THE ADMINISTRATOR FINDS THAT THE 
AIRCRAFT CONFORMS TO THE TYPE DESIGN, AND 
IS IN A CONDITION FOR SAFE OPERATION. 

S 1.68 Airworthiness certificates for 

restricted category aircraft. AIRCRAFT 
CERTIFICATED IN THE RESTRICTED CATEGORY 
SHALL NOT BE USED FOR THE CARRIAGE OF PER
SONS OR CARGO FOR COMPENSATION OR HIRE. 
FOR PURPOSES OF THIS SECTION, CROP DUST
ING, SEEDING, AND OTHER SIMILAR SPE
CIALIZED OPERATIONS ARE NOT CONSIDERED AS 
THE CARRIAGE OF PERSONS OR CARGO FOR COM
PENSATION OR HIRE. OTHER SPECIAL LIMITA
TIONS FOR SUCH AIRCRAFT ARE PRESCRIBED 
UNDER THE PROVISIONS OF PART 8 OF THE 
CIVIL AIR REGULATIONS. 

§ 1.69 Airworthiness certificates for 

restricted category aircraft; require

ments for issuance. The REQUIREMENTS 
FOR ISSUANCE OF AN AIRWORTHINESS CERTIFI
CATE FOR AN AIRCRAFT IN THE RESTRICTED 
CATEGORY ARE AS STATED IN PARAGRAPHS (A) 
AND (B) OF THIS SECTION. 
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<A> Aircraft manufactured under a 
production certificate or type certificate 
only. AN APPLICANT FOR THE ORIGINAL IS
SUANCE OF AN AIRWORTHINESS CERTIFICATE FOR 
AN AIRCRAFT IN THE RESTRICTED CATEGORY, 
TYPE CERTIFICATED UNDER THE PROVISIONS OF 
5 8.10 IA) H I , SHALL COMPLY WITH THE AP
PROPRIATE PROVISIONS OF § 1.67. 

IB* Other aircraft. A N APPLICANT FOR 
THE ISSUANCE OF AN AIRWORTHINESS CER
TIFICATE FOR AIRCRAFT OF THE RESTRICTED 
CATEGORY OTHER THAN THOSE REFERRED TO IN 
PARAGRAPH <A> OF THIS SECTION, SUCH AS 
SURPLUS MILITARY AIRCRAFT AND MODIFIED 
CIVIL AIRCRAFT, M A Y BE ISSUED SUCH CERTIFI
CATE W H E N HE DEMONSTRATES COMPLIANCE 
WITH THE PROVISIONS OF SUBPARAGRAPHS > 1 > 
THROUGH <3> OF THIS PARAGRAPH. 

<li T H E AIRCRAFT HAS BEEN TYPE CER
TIFICATED UNDER THE PROVISIONS OF § 8.10 
<A> I2>, OR MODIFIED UNDER THE PROVI
SIONS OF 5 8.10 <BI OF THE CIVIL AIR 
REGULATIONS: 

<2) T H E AIRCRAFT HAS BEEN INSPECTED 
BY THE ADMINISTRATOR AND FOUND BY H I M 
TO BE IN A GOOD STATE OF PRESERVATION AND 
REPAIR AND IN CONDITION FOR SAFE OPERA
TION: AND 

<3 > T H E ADMINISTRATOR HAS PRESCRIBED 
OPERATING LIMITATIONS IN ACCORDANCE WITH 
PART 8 OF THE CIVIL AIR REGULATIONS. 

§ 1.10 Multiple airworthiness certifi
cation. MULTIPLE AIRWORTHINESS CERTIFICA
TION SHALL CONFORM TO THE PROVISIONS OF 
PARAGRAPHS (A) AND <B> OF THIS SECTION. 

<A> A N AIRCRAFT SHALL BE ISSUED AN AIR
WORTHINESS CERTIFICATE IN THE RESTRICTED 
CATEGORY AND IN ANY ONE OR MORE OF THE 
OTHER AIRWORTHINESS CATEGORIES PRE
SCRIBED BY THE CIVIL AIR REGULATIONS, IF 
THE APPLICANT SHOWS COMPLIANCE WITH THE 
REQUIREMENTS FOR EACH CATEGORY W H E N THE 
AIRCRAFT IS IN THE CONFIGURATION FOR THAT 
CATEGORY AND IF THE AIRCRAFT CAN BE CON
VERTED FROM ONE CATEGORY TO ANOTHER BY 
REMOVAL OR ADDITION OF EQUIPMENT BY 
SIMPLE MECHANICAL MEANS. 

(B) A N Y AIRCRAFT CERTIFICATED IN THE RE
STRICTED AND ANY OTHER CATEGORY SHALL BE 
INSPECTED AND APPROVED BY AN AUTHORIZED 
REPRESENTATIVE OF THE ADMINISTRATOR, OR 
BY A CERTIFICATED MECHANIC WITH AN AP
PROPRIATE AIRFRAME RATING, TO DETERMINE 
AIRWORTHINESS EACH TIME THE AIRCRAFT IS 
CONVERTED FROM THE RESTRICTED CATEGORY 
to ANOTHER CATEGORY FOR THE CARRIAGE OF 
PASSENGERS FOR COMPENSATION OR HIRE, UN
LESS THE ADMINISTRATOR FINDS THIS UNNEC
ESSARY FOR SAFETY IN A PARTICULAR CASE. 

5 1.71 Airworthiness certificate for 
limited category aircraft. AIRWORTHINESS 
CERTIFICATES IN THE LIMITED CATEGORY ARE 
ISSUED FOR SURPLUS MILITARY AIRCRAFT TYPE 
CERTIFICATED UNDER PART 9 OF THE CIVIL AIR 
REGULATIONS. AIRCRAFT IN THE LIMITED 
CATEGORY M A Y NOT BE USED FOR THE CAR
RIAGE OF PERSONS OR PROPERTY FOR COMPEN
SATION OR HIRE. 

§ 1.72 Airworthiness certificate for 

limited category aircraft; requirements 

for reissuance. A N APPLICANT FOR AN AIR
WORTHINESS CERTIFICATE FOR AN AIRCRAFT IN 
THE LIMITED CATEGORY SHALL SHOW THAT THE 
AIRCRAFT HAS BEEN PREVIOUSLY TYPE CERTIFI
CATED IN THE LIMITED CATEGORY, AND THAT 
THE AIRCRAFT COMPLIES FULLY WITH THE RE
QUIREMENTS OF PART 9 OF THE CIVIL AIR 
REGULATIONS. 

S 1.73 Experimental certificates. EX
PERIMENTAL CERTIFICATES ARE ISSUED FOR A M 
ATEUR-BUILT AIRCRAFT AND FOR AIRCRAFT 
WHICH ARE TO BE USED FOR EXPERIMENT, FOR 
EXHIBITION, FOR AIR RACING, AND TO SHOW 
COMPLIANCE WITH CIVIL AIR REGULATIONS 
FOR THE ISSUANCE OF TYPE CERTIFICATES AND 
RELATED PURPOSES. 

11.14 EXPERIMENTAL CERTIFICATES; RE-
qv.irem.ents for issuance. T H E REQUIRE
MENTS FOR THE ISSUANCE OF EXPERIMENTAL 
CERTIFICATES ARE AS STATED IN PARAGRAPHS 
(A> AND <B> OF THIS SECTION. 

(A> IN APPLYING FOR AN EXPERIMENTAL 
CERTIFICATE THE APPLICANT SHALL SUBMIT: 

11 > A STATEMENT UPON A FORM AND IN 
A MANNER PRESCRIBED BY THE ADMINISTRA
TOR SETTING FORTH THE PURPOSE FOR WHICH 
THE AIRCRAFT IS TO BE USED, 

(2* SUFFICIENT DATA, SUCH AS PHOTO
GRAPHS, TO IDENTIFY THE AIRCRAFT, AND, 

(3) U P O N INSPECTION OF THE AIRCRAFT, 
ANY PERTINENT INFORMATION FOUND NECES
SARY THE ADMINISTRATOR TO SAFEGUARD 
THE GENERAL PUBLIC. 

(B> T H E ADININISTRATOR SHALL PRE
SCRIBE APPROPRIATE OPERATING RESTRICTIONS 
FOR THE USE OF EXPERIMENTAL AIRCRAFT. 
SUCH RESTRICTIONS SHALL INCLUDE THE PRO
HIBITION OF CARRYING PERSONS OR PROPERTY 
FOR COMPENSATION OR HIRE. 

5 1.75 Special flight permits. A SPE
CIAL FLIGHT PERMIT M A Y BE ISSUED FOR AN 
AIRCRAFT WHICH M A Y NOT CURRENTLY MEET 
APPLICABLE AIRWORUIINESS REQUIREMENTS, 
BUT WHICH IS CAPABLE OF SAFE FLIGHT, FOR 
THE PURPOSE OF PERMITTING THE AIRCRAFT 
TO BE FLOWN TO A BASE WHERE REPAIRS OR 
ALTERATIONS ARE TO BE M A D E OR TO PERMIT 
THE DELIVERY OR EXPORT OF THE AIRCRAFT. 

5 1.76 Special flight permits; re-
quirements for ISSUANCE. T H E REQUIRE
MENTS FOR THE ISSUANCE OF SPECIAL FLIGHT 
PERMITS ARE AS STATED IN PARAGRAPHS (A) 
AND <B) OF THIS SECTION. 

*A> W H E R E FOUND NECESSARY BY THE AD
MINISTRATOR, AN APPLICANT FOR A SPECIAL 
FLIGHT PERMIT SHALL SUBMIT A STATEMENT IN 
A FORM APPROVED BY THE ADMINISTRATOR 
INDICATING THE PURPOSE OF THE NIGHT, THE 
PROPOSED ITINERARY, THE DURATION OF AU
THORIZATION REQUESTED, THE PERSONS TO BE 
ON OOARD THE AIRCRAFT, THE PARTICULARS, 
IF ANY. IN WHICH THE AIRCRAFT DOES NOT 
COMPLY FULLY WITH THE APPLICABLE AIR
WORTHINESS REQUIREMENTS, AND THE RESTRIC
TIONS, IF ANY. DEEMED NECESSARY FOR SAFE 
OPERATION OF THE AIRCRAFT. 

(B> T H E ADMINISTRATOR SHALL ACCOM
PLISH, OR SHALL REQUIRE THE APPLICANT TO 
ACCOMPLISH, SUCH APPROPRIATE INSPEC
TIONS OR TESTS AS THE ADMINISTRATOR M A Y 
DEEM NECESSARY IN THE INTEREST OF SAFETY. 

<C> NOTHING IN PARAGRAPHS IA> AND 
IB• OF THIS SECTION SHALL PREVENT THE IS
SUANCE TO AN AIR CARRIER BY THE ADMINIS
TRATOR OF A GENERAL AUTHORIZATION TO 
CONDUCT FERRY FLIGHTS FOR SPECIFIED PUR
POSES AS PROVIDED IN THOSE PARAGRAPHS, 
UNDER SUCH TERMS AND CONDITIONS AS M A Y 
FROM TIME TO TIME BE PRESCRIBED BY THE 
ADMINISTRATOR. 

AISCBAFT NATIONALITY AMD REGISTRATION 
MARKS 

§ 1.100 General. T H E IDENTIFICATION 
OF EACH AIRCRAFT SHALL BE MARKED, AND THE 
MARKINGS SHALL BE DISPLAYED AS REQUIRED 

IN §§ 1.101 THROUGH 1.107. N O DESIGN, 
MARK, OR SYMBOL WHICH MODIFIES IR CON
FUSES THE IDENTIFICATION MARKS SHALL BE 
PLACED ON AN AIRCRAFT, EXCEPT WITH THE 
APPROVAL OF THE ADMINISTRATOR. 

I 1.101 Display of identification 
marks. IDENTIFICATION MARKS SHALL BE 
DISPLAYED IN ACCORDANCE WITH THE PROVI
SIONS IN PARAGRAPHS ^A! AND <BL OF THIS 
SECTIOA 

(A) AIRCRAFT REGISTERED FOR THE FIRST 
TIME AFTER DECEMBER 31, 1948, SHALL DIS
PLAY IDENTIFICATION MARKS CONSISTING OF 
THE R O M A N CAPITAL LETTER "N", DENOTING 
UNITED STATES REGISTRATION, FOLLOWED BY 
THE REGISTRATION NUMBER. OTHER AIRCRAFT 
WHICH DISPLAY IDENTIFICATION MARKS CON
TAINING AN AIRWORTHINESS SYMBOL "C", 
"R". "X", OR "L" AND WHICH ARE OPERATED 
SOLELY WITHIN THE UNITED STATES M A Y DIS
PLAY SUCH IDENTIFICATION MARKS UNTIL THE 
FIRST TIME SUCH AIRCRAFT ARE RECOVERED OR 
REFLNISHED TO AN EXTENT NECESSITATING THE 
REAPPLICATION OF THE IDENTIFICATION MARK. 
THEREAFTER, SUCH AIRCRAFT, AND AFTER DE
CEMBER 31, 1950, ALL AIRCRAFT OF UNITED 
STATES REGISTRY OPERATED OUTSIDE OF THE 
UNITED STATES, SHALL DISPLAY IDENTIFICA
TION MARKS CONSISTING OF THE R O M A N 
CAPITAL LETTER "N", DENOTING UNITED STATES 
REGISTRATION, FOLLOWED BY THE REGISTRATION 
NUMBER. 

<B> W H E N AN IDENTIFICATION MARK IN
CLUDING ONLY THE R O M A N CAPITAL LETTER 
"N" AND THE REGISTRATION NUMBER IS UTI
LIZED, LIMITED AND RESTRICTED CATEGORY AIR
CRAFT AND EXPERIMENTAL AIRCRAFT SHALL 
DISPLAY THE WORDS "LIMITED." "RESTRICTED," 
OR "EXPERIMENTAL," RESPECTIVELY, NEAR 
EACH ENTRANCE TO THE CABIN OR COCKPIT OF 
THE AIRCRAFT. THESE MARKINGS SHALL BE 
IN LETTERS NOT LESS THAN 2 INCHES NOR 
MORE THAN 6 INCHES IN HEIGHT. 

5 1.102 Location of identification 
marks. IDENTIFICATION MARKS SHALL BE 
LOCATED IN ACCORDANCE WITH PARAGRAPHS 
TA> THROUGH <E> OF THIS SECTION. 

(A) Fixed-wing aircraft. T H E REQUIRE
MENTS OF SUBPARAGRAPHS (1) THROUGH <3> 
OF THIS PARAGRAPH SHALL BE APPLICABLE TO 
FIXED-WING AIRCRAFT. 

(1) W i n g surfaces. IDENTIFICATION 
MARKS SHALL BE DISPLAYED ON THE RIGHT 
HALF OF THE UPPER SURFACE AND THE LEFT 
HALF OF THE LOWER SURFACE OF THE WING 
STRUCTURE. AS FAR AS POSSIBLE, THE MARKS 
SHALL BE LOCATED AN EQUAL DISTANCE FROM 
THE LEADING AND TRAILING EDGES OF THE 
WING. T H E TOP OF THE MARKS SHALL BE TO
WARD THE LEADING EDGE OF THE WING. 

' 21 Vertical tail surfaces. IDENTIFICA
TION MARKS SHALL BE DISPLAYED ON THE UP
PER HALF OF THE VERTICAL TAIL SURFACE. THEY 
SHALL BE DISPLAYED ON BOTH SIDES OF A 
SINGLE TAIL SURFACE AND ON THE OUTER SIDES 
OF MULTITAIL SURFACES. THEY M A Y HE 
PLACED EITHER HORIZONTALLY OR VERTICALLY. 

<3> Fuselage surfaces. IDENTIFICATION 
MARKS SHALL BE DISPLAYED ON THE FUSELAGE 
W H E N THE AIRCRAFT DOES NOT HAVE A VERTI
CAL TAIL SURFACE. T H E MARKS SHALL BE 
LOCATED ON EACH SIDE OF THE TOP HALF OF THE 
FUSELAGE, JUST FORWARD OF THE LEADING EDGE 
OF THE HORIZONTAL TAIL SURFACE. T H E Y M A Y 
BE PLACED EITHER HORIZONTALLY OR VERTI
CALLY. 

FB> Rotorcraft. T H E REQUIREMENTS OF 
SUBPARAGRAPHS < 1 > AND <2) OF THIS PARA
GRAPH SHALL BE APPLICABLE TO ROTORCRAFT. 
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(1) Bottom fuselage surf aces. IDENTI
FICATION MARKS SHALL BE DISPLAYED ON THE 
BOTTOM SURFACE OF THE FUSELAGE OR CABIN. 
T H E TOP OF THE MARKS SHALL BE TOWARD THE 
LEFT SIDE OF THE FUSELAGE. 

(2) Side fuselage surfaces. IDENTIFI
CATION MARKS SHALL BE DISPLAYED BELOW 
THE WINDOW LINES AND AS NEAR THE COCKPIT 
AS POSSIBLE. 

(C) Airships. T H E REQUIREMENTS OF 
SUBPARAGRAPHS (1) AND (2) OF THIS PARA
GRAPH SHALL BE APPLICABLE TO AIRSHIPS. 

(1) Horizontal stabiliser surfaces. 
IDENTIFICATION MARKS SHALL BE DISPLAYED 
ON THE UPPER SURFACE OF THE RIGHT HORI
ZONTAL STABILIZER AND ON THE UNDER SUR
FACE OF THE LEFT HORIZONTAL STABILIZER. T H E 
TOP OF THE MARKS SHALL BE TOWARD THE 
LEADING EDGE OF THE STABILIZER. T H E 
MARKS SHALL BE PLACED HORIZONTALLY. 

(2) Vertical stabilizer surfaces. IDEN
TIFICATION MARKS SHALL BE DISPLAYED ON 
EACH SIDE OF THE BOTTOM HALF OF THE VER
TICAL STABILIZER. T H E MARKS SHALL BE 
PLACED HORIZONTALLY. 

(D) Spherical balloons. IDENTIFICATION 
MARKS FOR SPHERICAL BALLOONS SHALL BE DIS
PLAYED ON TWO PLACES DIAMETRICALLY OPPO
SITE, AND SHALL BE LOCATED NEAR THE MAXI
M U M HORIZONTAL CIRCUMFERENCE OF THE 
BALLOON. 

(E> Nonspherical balloons. IDENTIFI
CATION MARKS FOR NONSPHERICAL BALLOONS 
SHALL BE DISPLAYED ON EACH SIDE. THEY 
SHALL BE LOCATED NEAR THE M A X I M U M CROSS 
SECTION OF THE BALLOON, IMMEDIATELY ABOVE 
EITHER THE RIGGING BAND OR THE POINTS OF 
ATTACHMENT OF THE BASKET OR CABIN SUS
PENSION CABLES. 

5 1.103 Measurements of identifica
tion marks. T H E MEASUREMENTS OF IDEN
TIFICATION MARKS SHALL CONFORM TO THE 
PROVISIONS OF PARAGRAPHS (A) THROUGH 
(D) OF THIS SECTION. 

(A) Fixed-wing aircraft. T H E REQUIRE
MENTS OF SUBPARAGRAPHS (1) AND (2) OF 

THIS PARAGRAPH SHALL BE APPLICABLE TO 
FIXED-WING AIRCRAFT. 

(1) Wing surfaces. T H E HEIGHT OF THE 
IDENTIFICATION MARKS ON THE WINGS SHALL 
BE AT LEAST 20 INCHES. 

(2) Fuselage and vertical tail sur
faces. IDENTIFICATION MARKS SHALL BE SUCH 
AS TO LEAVE AT LEAST A MARGIN OF 2 INCHES 
ALONG EACH EDGE OF THE SURFACE. WITHIN 
THESE STIPULATIONS, THE MARKS SHALL BE AS 
LARGE AS PRACTICABLE, EXCEPT THAT THIS RULE 
SHALL NOT BE INTERPRETED AS REQUIRING THE 
USE OF MARKS EXCEEDING 6 INCHES IN HEIGHT 
OR PERMITTING THE USE OF MARKS SMALLER 
THAN 2 INCHES IN HEIGHT. T H E LETTERS AND 
NUMBERS OF EACH SEPARATE GROUP OF IDEN
TIFICATION MARKS SHALL BE OF EQUAL HEIGHT. 

(B) Rotorcraft. T H E REQUIREMENTS OF 
SUBPARAGRAPHS (1) AND <2) OF THIS PARA
GRAPH SHALL BE APPLICABLE TO ROTORCRAFT. 

(1) Fuselage or cabin bottom surfaces. 
IDENTIFICATION MARKS SHALL BE AT LEAST % 
AS HIGH AS THE FUSELAGE IS WIDE, BUT NEED 
NOT BE MORE THAN 20 INCHES HIGH. 

(2) Fuselage or cabin side surfaces. 
IDENTIFICATION MARKS SHALL CONFORM TO 
REQUIREMENTS STIPULATED IN SUBPARAGRAPH 
(A) (2) OF THIS SECTION. 

(C) Lighter-than-air aircraft. T H E 
REQUIREMENTS OF SUBPARAGRAPH (1) OF THIS 
PARAGRAPH SHALL BE APPLICABLE TO LIGHTER-
THAN-AIR AIRCRAFT. 

tl) O N EACH AIRSHIP, SPHERICAL BALLOON, 
OR NONSPHERICAL BALLOON IDENTIFICATION 
MARKS SHALL BE AT LEAST 20 INCHES HIGH. 

(D) All aircraft. T H E REQUIREMENTS OF 
SUBPARAGRAPHS (1) THROUGH (3) OF THIS 
PARAGRAPH SHALL BE APPLICABLE TO ALL AIR
CRAFT. 

(1) Width. IDENTIFICATION MARKS SHALL 
BE % AS WIDE AS THEY ARE HIGH WITH THE 
EXCEPTION OF NUMBER "1" WHICH SHALL BE 
Ye AS WIDE AS IT IS HIGH. 

(2) Thickness. IDENTIFICATION MARKS 
SHALL BE FORMED BY SOLID LINES OF A THICK
NESS EQUAL TO Ye OF THE CHARACTER HEIGHT. 

(3) Spacing. T H E SPACE BETWEEN THE 
IDENTIFICATION NUMBERS AND LETTERS SHALL 
BE NOT LESS THAN Y* OF THE CHARACTER 
WIDTH. 

§ 1.104 Color. O N EACH AIRCRAFT, 
IDENTIFICATION MARKS SHALL CONTRAST IN 
COLOR WITH THE BACKGROUND, 

§ 1.105 Affixation. O N EACH AIRCRAFT, 
IDENTIFICATION MARKS SHAL BE PAINTED OR 
SHALL BE AFFIXED BY SUCH OTHER M E A N S AS 
WILL INSURE A SIMILAR DEGREE OF PERMA
NENCE AND LEGIBILITY, EXCEPT THAT AIRCRAFT 
INTENDED FOR IMMEDIATE DELIVERY TO A 
FOREIGN PURCHASER M A Y DISPLAY IDENTIFI
CATION MARKS AFFIXED WITH READILY RE
MOVABLE MATERIAL. 

§ 1.106 Design. O N EACH AIRCRAFT, 
IDENTIFICATION MARKS SHALL HAVE NO 
ORNAMENTATION, 

§ 1.107 Maintenance. O N EACH AIR
CRAFT, IDENTIFICATION MARKS SHALL BE KEPT 
CLEAN AND LEGIBLE AT ALL TIMES. 

§ 1.108 Identification marks for non-
conventional aircraft. T H E IDENTIFICATION 
MARKING RULES PRESCRIBED IN IS 1.101 
THROUGH 1.107 ARE INTENDED TO APPLY TO 
CONVENTIONAL AIRCRAFT AS THEY ARE KNOWN 
TODAY. W H E N AIRCRAFT ARE DEVELOPED 
WHICH DO NOT CONFORM TO THE GENERAL 
CONFIGURATION OF PRESENT-DAY AIRCRAFT, A 
PROCEDURE FOR IDENTIFICATION MARKING 
SHALL BE PRESCRIBED BY THE ADMINISTRATOR. 

§ 1.109 Identification marks for ex
port aircraft. A N AIRCRAFT MANUFACTURED 
IN THE UNITED STATES FOR DELIVERY OUTSIDE 
THE UNITED STATES OR ITS POSSESSIONS M A Y 
DISPLAY SUCH IDENTIFICATION MARKS AS ARE 
REQUIRED BY THE STATE OF REGISTRY OF THE 
AIRCRAFT. SUCH AIRCRAFT SHALL BE OPERATED 
ONLY FOR THE PURPOSE OF TEST AND DEMON
STRATION FLIGHTS FOR A LIMITED PERIOD OF 
TIME OR WHILE IN NECESSARY TRANSIT TO THE 
PURCHASER. 
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