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• SAFETY BELTS 

Service reports and the results of various studies conducted during \ 
the past few years indicate that the standards i n the C i v i l A i r Regulations 
for safety b e l t s are not high enough to afford the proper protection f o r 
occupants of a i r c r a f t . I t has also been learned that the belts now i n 
general use are subject to service deterioration which further reduces, the 
strength factor. The Board, therefore, i s amending the requirements' f o r 
safety belts to establish higher safety standards fo r t h i s equipment» :(For 
t h i s purpose the Board i s amending simultaneously Parts 3 /4a, 4b,-6 1 5 , . 
41, 42, 43, and 61.) The regulations are also being amended, i n l i n e 
with the policy of the Federal agencies 'to delegate maximum r e s p o n s i b i l i t y 
consistent with a i r safety to the industry, to permit safety belts to be 
approved on the bas^s of c e r t i f i e d compliance w i t h appropriately published-' 
specifications (Technical Standard Orders), as i s now provided i n 
§i 3.31* 4a.31* 4b,41, and 6.6 of the C i v i l A i r Regulations, instead of 
the type c e r t i f i c a t i o n procedure currently required i n Fart 15. 

I t i s our understanding that the Technical Standard Orders for 
safety belts w i l l adopt specifications based upon those approved 
February 9, 1948, by the National A i r c r a f t Standards Committee as NAS 802, 
except f o r the minimum strength values. The minimum strength values to 
be established i n the Technical Standard Orders, while less than the 
values stated i n NAS 802, are higher than existing requirements and are 
more consistent with the crash load factor specified i n the other parts 
of the regulations than the values stated i n NAS 802. 

The regulations hereby adopted provide that safety belts i n s t a l l e d on 
airplanes manufactured on or a f t e r January 1, 1951* s h a l l be manufactured 
under a Technical Standard Order, 

Interested persons have been afforded an opportunity to participate 
i n the making of t h i s amendment and due consideration has been given to 
a l l relevant matter presented* 
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I n c o n s i d e r a t i o n o f the foregoing the C i v i l Aeronautics Board 
hereby amends p a r t 3 (14 CFR, Part 3, as amended) e f f e c t i v e February 6, 1950: 

1. By amending % 3.655 (d) (1) t o read as f o l l o w s : 

(1) Approved s a f e t y b e l t s f o r a l l occupants (see I 3*715)• 

2. By amending § 3*715 t o read as f o l l o w s : 

3.715 Safety b e l t s . Airplanes manufactured on or a f t e r 
January 1, 1951, s h a l l be equipped w i t h safety b e l t s approved i n accordance 
T i l t h % 3*31* I n no case s h a l l t h e r a t e d s t r e n g t h o f the s a f e t y b e l t be l e s s 
than t h a t corresponding m t h th e u l t i m a t e l o a d f a c t o r s s p e c i f i e d i n 
§ 3*386 ( a ) , t a k i n g due account of the dimensional c h a r a c t e r i s t i c s of the 
s a f e t y b e l t i n s t a l l a t i o n f o r the s p e c i f i c seat or b e r t h arrangement. Safety 
b e l t s s h a l l be attached so t h a t no p a r t o f the anchorage w i l l f a i l a t a 
load lower than t h a t corresponding w i t h the u l t i m a t e l o a d f a c t o r s s p e c i f i e d 
i n § 3.386 ( a ) , 

(Sec, 205 ( a ) , 52 S t a t . 984J 49 U.S.C, 425 ( a ) , I n t e r p r e t or apply 
sees. 601, 603, 52 S t a t , 1007, 1009; 49 U.S.C. 551, 553) 

By the C i v i l Aeronautics Board: 

/s / Y. C. M u l l i g a n • 

M. C. M u l l i g a n 
Secretary 

(SEAL) 

Part 3 l a s t p r i n t e d November 1, 1949 


